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Overview and General Requirements

Contract deliverables and specific requirements are addressed in detall in subsequent sections of the
Statement of Work.
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Background and Procurement Overview

As part of the Clean Air Act and its Amendments, avariety of new emissons regulations have
been implemented for vehicles and engines. The EPA Nationa Vehide and Fuels Emissions
Laboratory (NVFEL) has undertaken a comprehensive programto implement new and refined
test systems to enhance the capabilities to conduct low level emissions testing, of the highest
precison and accuracy, on abroad range of vehicles.and.engines.

Initsrole asaNationa L aboratory for the measurement of regulated emissions, and fud qudlity,
NVFEL plays a critica role in those measurements. To support that role, EPA seeks to
purchase a high resol utiongas chromatograph - magnetic sector mass spectrometer as a mgjor
part of its Air Toxics Organic Anayss Insrumentation system.

For the equipment specified, the contractor shdl have total system responsbility, which shdl
indude dl phases of the project, desgn/configuration, assembly, integration, quality assurance,
delivery to EPA-NVFEL, inddlaion, cdibration, commissoning, acceptance testing,
documentation and training of EPA gtaff. The contractor shdl be responsible for documenting
measurement tracesbilityand system acceptance inamanner suitable for audit to | SO standards.

General Description of the Air Toxics Organic Analysis I nstrumentation

The Air Toxics Organic Andlyss Instrumentationshall include a 2-sector, double-focusing, high
resolution mass spectrometer system, with a gas chromatograph, data system and interface(s)
that meet the specifications stated in Sections 2.1 and 2.2.

It is necessary that the Data Systems of this indrument be essly networked with the exiging
Chem Lab network, which is currently running Windows NT, or Windows 2000 in the future.

Safety, Health and Environmental Provisions
Providing for asafe working environment is the highest priority in al EPA equipment purchases
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and ingdlation activity. The contractor shdl abide and comply with any relevant building and
safety codes specified by NEC, OSHA, and NFPA wherever they might apply, to create a safe
system and work environment.

Sgnificant risk factorssuchas noise, ventilation of toxic gases, heated surfaces, € ectrical shock,
and safety interlocks to prevent accidental errors shall be evaluated by the contractor, and
control measures to ensure the safety of operations and maintenance personnd shdl be
implemented by the contractor wherever feasible.

As required by OSHA, al equipment shal be designed to provide for straightforward lockout
protectioninaccordance withOSHA regulaions. Written lockout instructions, in hard copy and
electronic formats, shdl be provided by the contractor as part of the “asingtdled’ documentation
package.

Sound dampening/suppressiondevicesand/or materids shdl be inddled asneeded to limit noise
levelsto 60db at 10 feet from any devices deivered and ingtalled under this contract.

The contractor shdl consider energy efficiency in dl component sdlection, system design and
operational drategies Energy efficient equipment, such as those with the “Energy Star”
designation shall be utilized when possible.

The contractor shdl grive for the minimization of the generation and release of harmful materids
to the environment in dl component seection, system design, and operational strategies and
ingtdlation requirements of this contract. Requirements for venting of effluents must be clearly
stated in the ingallation documentation. Toxic and Combustible monitoring equipment is not
required.

The contractor shdl providethe NVFEL Project Officer with acomplete list of chemicasto be
utilized during ingdlationand commissoningoperationsat NV FEL , and their associated Materia
Safety Data Sheets (MSDYS), at least four weeks prior to system ingtallation.

Electrical Requirements
EPA will provide the following 3 types of power panels, as required, within 50 feet of the point
of use. Motor and other noisy loads shall not be alowed on the clean power grid.

208 VAC/120 VAC, 1 phase, 60 Hz, utility grade power
480 VAC/277 VAC, 3 phase, 60 Hz, utility grade power
208 VAC/120 VAC, 1 phase, 60 Hz, clean power

The single phase 120 VAC is£5%, i.e., 114 to 126 VAC.

All equipment shdl be ingdled inaccordance withthemost recent editionof NFPA 70, National
Electrica Code and required local codes.
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Equipment design and ingtalationshall permit operationin compliance with Occupationa Safety
& Hedth Adminigration (OSHA) Standards Part Number 1910. Electrica equipment shall
comply with Part 1910 Subpart S.

Equipment desgn and ingdlation shdl be in compliance with the most recent edition of NFPA
70E, Standard for Electrical Safety Requirements for Employee Workplaces.

Equipment design and ingdlation shdl provide energy-isolating devices required for equipment
operators to follow the OSHA rule on the Control of Hazardous Energy (Lockout/Tagout) of
Title 29 of the Code of Federal Regulations (29 CFR) Part 1910.147.

All dectrica cables shal beisolated from gaslines.

All power receptacles shdl be heavy duty, industrid grade.

Any dean/uninterruptible power outlets shdl be dearly marked and in a color selected by the
Project Officer.

Any dean/uninterruptible power outlets shdl be isolated from utility grade power systems and
ingalled in accordance with the principles of IEEE Std 1100.

Control and sgnd cables shdl be isolated from power cables. All sgnd cabling shdl not be
adversely affected due to cagpacitive or inductive interference.

All Control and sgnal cables'wires shdl be permanently labeled withto/fromand sgnd/function
name information that corresponds with the provided dectricad schematic.

Digitd 1/0 communications channels shall conform to recognized industry standards such as
HPIB, |IEEE 802, RS232, R85, |IEEE 488, |IEEE 1394, or USB.

The contractor shall provide complete eectrical schematicsin its fina documentation package.

Specifications
Magnetic Sector M ass Spectrometer

The magnetic sector mass spectrometer shal include the items:
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TheBadc Unit shdl be aHigh Resolution, 2-sector, double focusingmagnetic massspectrometer
having aResolution > 60,000 with 10% vdley, in the El mode at m/z 84.

High vacuum on the unit is to be accomplished with high cgpacity turbo molecular pumping.

The unit shdl indude the following ion sources, interfaces, meeting the following minimum
performance requirements:



214

215

(@ A capillary GC-MSinterface, al glass, with variable temperature of 50°C to >380°C

(b) The standard sample inlet, with variable temperature of 50°C to >170°C

(¢) An EI/CI combination source, with variable temperature of 230°C to >350°C, and a spare
El/Cl ion source and lens

(d) A Desorption Chemica lonizationprobe witha current ramp range of at least 0 to 1.5A, ad
avariable ramp rate of a least 4A / min.

(e) A Direct Insertion Probe that is water cooled and heated, witharamp temperature range of
<50°C to >500°C, and a variable ramp rate of at least 256°C/min.

(f) Field Desorption/Field lonization probes with a counter electrode having varigble voltage a
least equal to 0 to -5kV, and a variable emitter current at least equd to 0 to 100mA

(9 A Fast Atom Bombardment source and sampling probe with arange at least equd to 1 to
6 keVv

(h) A tunable source providing highly selective ionizing potential from zero to 70eV, with a
bandwidthof 0.4eV energy resolution, such that individua series of compounds may beionized
and andyzed to the excluson of others.

A heated sample reference inlet reservoir shal be included in the system.

The Gas Chromatograph shdl be an Agilent 6890GC w/ EPC, or equivdent, withthe following
indaled:

() a Split/Splitless capillary injector

(b) a Programmable Cool-On-Column capillary injector

(c) aLiquid Autosampler including controller, tower, tray, and cables

The Basic Unit shal meet the following minimum performance sandards

2.1.6
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The Badc Unit shdl have arange > 2,400amu @ 10kV accderating potentia (>24,000 @
1kV), a fidd configuration = BE, and an ion current > 4E-7 coulombs/'uG @ R=1000,
Va=10kV, on methyl stearate M+, in the EI mode.

The dits on the basc units are to be continuoudy adjustable under computer control and the
magnet isto have < 0.1 sec./decade scan time.

The high vacuum system of Paragraph 2.1.2 shdl achieve an ultimate vacuum < 3E-7 Torr.

Sdlected lon Monitoring is to be accomplished withat |east an accel erating voltage switching of
0.05 sec./channd, and a magnetic fied switching of 0.1 sec./channel.

The detection system must be capable of both postive and negative ion detection from 0 to £
10kV, with an eectron multiplier that is continuoudy varidble from -1 to -4 kV.

The spectrometer shdl have a linked scan and neutrd loss scan unit, and include a collison cell
in the second field-free region.



2.1.12  Allsupport equipment must beincluded suchasanar compressor that operatesinthe range 350
- 470 kPa, a closed cycle water chiller, and al manuas and circuit diagrams.
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Magnetic Sector Mass Spectrometer Data System
The magnetic sector mass spectrometer data system shdll include the following items:

A workgtation that is fully compatible with the Mass Spectrometer System and shdl include:
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A Data System processor

The Data System processor is to include the following items that perform at the
folowing levels

(&) 16-bit (or 32-bit) CPU that runs at 500 MHz or faster

(b) an acquigtion processing unit

(¢) buffer memory of 1 MB or more

(d) Direct Memory Access from the Acquisition Processing Unit to the CPU
(e) al6-hit (or 32-bit) Andog-to-Digita-Converter with autogain

(f) 4 GB or more of Random Access Memory

(@ aminimum of 2 free dots

A 19" flat pand color, or larger, monitor with True Color & a minimum of 1024
X 768 screen resolution.

An optical mouse & keyboard

An HP LaserJet color printer, or equivaent

The contractor shdl inddl the complete operating system for the magnetic sector mass
spectrometer data system isto beingaled. (Win NT or WIN 2000 preferred)

The Disk Drives provided withthe magnetic sector mass spectrometer datasystemshdl include:
(a) a40 GB (or gresater) hard drive
(b) a5.2 GB opticd drive for data archive
(c) al.44 MB floppy drive
(d) aDVD read and write optica drive for data archive
(e) CD-RW drive.
For items (d) and (€) write capability aswell asread isrequired, but not necessaily re-
write capability.

Software requirements of the magnetic sector mass spectrometer data system.

The software for the sysem must include programs to accomplish the following tasks:
(&) pesk monitoring, tuning
(b) a systlem monitor
(¢) alow and high resolution program for control and acquisition
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(d) alow and high resolution program for data processing
(e) dementa compogtion caculation,

(f) theoreticd ion digtribution cdculation,

(9) continuous data accumulation program
(h) mass pesk accumul ation measurement
(i) mass peak accumulation data processing
() linked scanning

(k) Selected lon Monitoring measurement
(1) Selected lon Monitoring data processing
(m) data quantitation

(n) library searching

The NIST/EPA/MSDC Mass Spectral Database and the Wiley Registry of Mass Spectrd
Database, and software for each, is required.

The contractor shdl providethe operation manud for the data syssem. A CD-ROM versionof
the operation manud is acceptable.

Délivery and Training Requirements
Shipping, ddivery, ingdlation, and proof of specsin NVFEL lab shdl beincluded, aswdl asa
minimum of one year parts and labor warranty, including service travel codts

The contractor shdl provided traning onthe High Resol utionM ass Spectrometer. Training shal
congst of on-dite operator training at the time of ingtallation, followed by at least one operation
and maintenance training course at the manufacturer’ s facility, including software training.

Documentation Requirements

The contractor shal provide a complete “Lock-Out, Tag-Out” ingtruction for equipment
requiring energy-isolating devices in accordance with the OSHA rule on the Control of
Hazardous Energy (L ockout/Tagout) of Title 29 of the Code of Federal Regulations (29 CFR)
Part 1910.147.

The contractor shdl provide complete documentation of the quality control features of the
delivered systems, and ingtructions as to their maintenance and utilization. This documentation
ddl be aufficdet to provide system documentation and indruction to saisfy the reevant
requirements of 1SO 17025 - Generd Requirements for the Competence of Testing and
Cdlibration Laboratories

The contractor shdl supply alig of consumable items with recommended supply sources, aswell
as arecommended spare parts list for routine maintenance operations dong with alist of those
parts and recommended supply sources.
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Acceptance Testing Requirements

The contractor shall develop acomprehensive find acceptance plan, approved by EPA, which
will eficently verify that dl requirements contained in this Statement of Work, and referenced
documents, have been achieved in the ddivered system(s), and for compliance with
Specifications. Thistesting shdl take placeat NVFEL. The contractor shdl providedl standards
for thistesting.

The contractor shdl deliver a satisfactory acceptance planto the EPA Project Officer at 30 days
prior to the start of the acceptance process. Prior to commencement of acceptance testing, the
EPA Project Officer mugt approve the acceptance plan, in writing. Once approved, the
contractor shdl provide the EPA Project Officer with a schedule of acceptance activitiesat least
7 daysin advance.

The measurement performance of each andytica ingrument shal be checked as part of the
acceptance test process. Performance shdl be demonstrated for each function of each
instrument.

All computerized functions shdl be tested as part of the acceptance process.

All acceptance testing shal be the responsibility of the contractor. The contractor, at the
contractor’ sexpense, shdl rectify al non-compliant conditions. If repairs or changes are made,
the contractor shdl repeat acceptance testing to demongtrate the acceptable quality of the find
product, to the extent necessitated by the scope of the repair or change. The contractor shdll
prepare areport for each phase of acceptance testing that clearly describesdl the various tests
and reviews conducted as part of the acceptance activity, the outcomes of those tests and a
description of follow up actions, asrequired. Test reports shall be clearly cross referenced to
the requirements of the Statement of Work and other significant performance details established
during the technicd interchange process.

EPA personnd shall observe the acceptance process. The EPA Project Officer may wave the
opportunity to observe certain aspects of the acceptance process.

The acceptance plan shall be cross-referenced, section by section in a straightforward manner,
to the requirements of this Statement of Work. The plan shdl be designed in such a manner as
to aso form the basis of afind acceptance report. The acceptance plan shdl adso address Al
other requirements deemed significant and appropriate by the contractor, based on the specific
design and configuration of their syssem and significant proprietary features.

Acceptance tests shdl datisticaly demonstrate compliance with the parametric requirements of
this Statement of Work within stated levels of uncertainty.

Acceptance tests shall dso demongtrate that the systemis computer virus free. Once ddlivered,
EPA will scan the ddivered computer sysems and witnessed by the contractor before any
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connection is madeto EPA computersor network systems. Virus scans shdl aso be conducted
before and after any system updates using removable media are made on-site during the
performance of work under this contract. Infected computers and/or media will be returned to
the contractor for resolution. At itsdiscretion, EPA virusscans may be waived for non-Windows
systems.

Option Items

The contractor shdl offer an optionfor anExtended Service Contract for the AT Ol instrumenta-
tion, renewable every year for up to three (3) years from the date of acceptance plus one year
for the initia warranty period.






Appendix A

Schedule of Deliverables

Dates shown are nomind completiondeadlinesrelative to the contract award date or exercise optiondate.
Where dates arenot shown, the contractor shal propose appropriate dates at the Project Kickoff Mesting.
All days are cdendar days. All Technicd Interchange Mestings (TIMs) areto be held at EPA-NVFEL.
Video conferencingwill be an acceptabl e dternative for some meetings. The contractor or EPA, asneeded,
may schedule TIMs.

Air Toxics Organic Analysis | nstrumentation

Project Kickoff Meeting and Site Survey at EPA-NVFEL (30 days)
Begin Monthly Status Reports/Open Item Tracking Submisson (Starting after project kickoff)

Submission of Proposed Acceptance Plan (90 days)

Proposed Acceptance Plan Review TIM

Submission of Final Acceptance Plan (105.days)

EPA Acceptance Plan Review (no mare than 7 days after submission)

Submission of Calibration Reports and Measurement Traceability Documentation
Submission of Inddlation Materia Safety Data Information to EPA for Approva
Equipment Delivery Date Confirmation to EPA (7 daysin advance of shipment)
EPA-Provided Contractor Safety Training

Déivery of dl equipment to EPA (180 days)
Equipment Ingalation (210 days)

Fina Acceptance Testing Completed (270 days)
- Performance test must meet pecs on each indrument and system

Training and Submission of al Documentation (300 days)
- Cdibration, verification, and maintenance
- Ligt of proprietary messages, if any
- Lock-out / Tag-out ingtructions
- Quality Control festures
- List of Consumables
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